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Power Control Table *


Min. 000
19dbm

001
23dbm

010
27dbm

011
31dbm

100
35dbm

101
39dbm

110
43dbm

Max. 111
47dbm

* 4db steps
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PIN

1.

2.

3.

4,5,6

7.

8,9, 10

11,12,13

14,15

16.

17.

FUNCTION

Bias ON/OFF

Reflected Detector output Forward Detector output Power Control Pins

Not Used

Power Ground

DC Input

Not Used

Forward Detector Ground. Not Used

MISC.

TTL, HI=off, LO=on

Analog, 0-4VDC

Analog, 0-4VDC

TTL, 4db steps, See table

26VDC, +‑ 5 %, @7A max.

18.

 Reflected Detector Ground.

19.

 Not Used

20.

 Thermal fault output**

TTL, HI = fault, LO = norm.

**When fault clears power output reduces by 8db and amp resets.
SPECIFICATIONS
·
Max. Base Plate Temp. 95° C

·
Min. Input: 0dbm ‑+ 1db

·
Max. output: 47dbm + 1db

·
VSWRIN:I.5:I ·VSWROUT:I.8:I

·


.     Class C, CDPD Data

·
Bias OFF 60db Isolation Min.

·
Ambient Temp. 35° C Max.

·
Air Flow Required: 10CFM Min.

·
Power Level Adj. trimpot: 33 dbm to 47dbm

